OUTDOOR AUDIO

SONANCE PATIO SERIES
DESIGNED TO DISAPPEAR
Sonance Patio Series speakers and subwoofers are made from weatherized,
earth-toned materials to beautifully blend in with the landscape surrounding it,
allowing the system to disappear into your space.

SONANCE PATIO SERIES 4.1 SYSTEM WITH AMPLIFIER

SONANCE PATIO SERIES 4.1 SYSTEM

#93430
SONANCE PATIO SERIES 4.1 System with SR 2-125 Amplifier

#93429
SONANCE PATIO SERIES 4.1 System without Amplifier

PERFECT QUALITY, PERFECT COVERAGE
The smallest outdoor system for the smallest outdoor spaces, Sonance Patio Series blends discreetly
into the planter beds of patios and courtyards. With four staked satellite speakers and one subwoofer
capable of being buried, Sonance Patio Series System provides enough coverage and range for
impressive listening enjoyment in outdoor spaces up to 1,000 square feet (93 square meters) or up to
2,000 square feet when expanded to 8 speakers and 2 subwoofers (186 square meters).

SONANCE GARDEN SERIES
FEATURES AND FLEXIBILITY
Featuring a 3.5” (89mm) anodized aluminum woofer and a 3/4”
(19mm) polyurethane dome tweeter, the Sonance Garden Series
two-way satellite design brings surprising detail to outdoor
spaces. The replaceable grille makes servicing the system a
breeze and the adjustable speaker knuckle allows the SGS SAT
to be precisely positioned for great coverage. The system
installation is flexible with multiple available installation
options, from the included 1/2” (13mm) NPS ground stakes to
the optional surface mount or tree mount accessories.
The 10” (254mm) dual voice coil, in-ground subwoofer provides
amazing bass to complete the outdoor music experience.
Taking advantage of our latest laminar flow port design, the
SGS SUB delivers smooth bass that is ready for the elements.
The high-density polyethylene enclosure is fully sealed and
non-corroding, ensuring years of enjoyment.

WEATHER THE ELEMENTS
The Sonance Garden Series speakers and subwoofers are
designed to operate under the most extreme weather conditions,
from -20 to 190°F (-29 to 88°C). Triple sealed enclosures,
waterproof connectors and marine grade components ensure
SGS will stand up to the harshest elements including surf, sun,
sand and snow.

SGS 8.1 SYSTEM
Sonance Garden Series is flexible for system
design from a single four conductor wire. Our
DSP Amplifiers will support speaker layouts of
8.1/8.2, 12.1/12.2 up to 16.1/16.2 configurations,
helping to set the mood for engaging outdoor
music in spaces up to 3,500 square feet (325
square meters). Sonance Garden Series can be
expanded for up to 16 speakers and two
subwoofers on a single amplifier.

2-125 AMPLIFIER

#93433
SGS 8.1 SYSTEM

SGS SATELLITE 4-PACK

#93135
SR 2-125

Dimensions with feet (WxHxD):
8 5/8” x 2 1/8” x 16 13/16” (219mm x 54mm x 427mm)

SGS SUBWOOFER

#93436
SGS SAT 4-PACK

Dimensions with Stake (LxDia.):
16 1/2” x 4 1/2” (419mm x 114mm)

#93435
SGS SUB

Overall Dimensions (LxDia.):
24 13/16” x 15” (630mm x 381mm)

Bring a whole new level of atmosphere and ambiance to backyard entertaining. Introducing Sonance Patio
and Garden Series, complete outdoor audio systems that deliver amazing sounds and perfectly-even
volume levels for areas up to 500 square feet.
The Patio and Garden Series systems fully immerse outdoor spaces in perfectly balanced sound by
strategically placing satellite speakers and a buried subwoofer around the perimeter while being hidden
amongst the landscape. This optimized system approach results in breathtaking performance, and a perfect
blanket of audio that does not disturb the neighbors.

Immersive Outdoor Audio installed by
Night Owl Landscape Lighting
TRADITIONAL SPEAKER
PLACEMENT
In typical outdoor audio installations a pair
of speakers is usually tasked with filling an
entire yard resulting in music that is either
so loud that is becomes uncomfortable or
so soft that it is un-engaging.

NOT LOUD
ENOUGH

UNEVEN VOLUME

NO SOUND

Speaker placement in one location creates
very loud areas near those speakers and
little to no sound further away. This can
impact furniture arrangements and natural
gathering areas.

UNBALANCED COVERAGE

TOO LOUD

TRADITIONAL APPROACH

It is easy to move in and out of the left and
right channels and miss discrete information
in the audio.

UNWANTED NOISE
Audio can spill over to neighboring properties
creating unwanted disturbances.

DISCREET AUDIO SOLUTIONS
Designing a system composed of satellite
speakers, subwoofers, amplifiers and DSP
technology helps envelop a space fully in
clear and balanced audio.

EVEN VOLUME
This approach is similar to a well layered
lighting design that has no hot spots or dark
spots, but rather provides smooth even
coverage throughout the area.

PERFECTLY-EVEN COVERAGE
THROUGHOUT THE SPACE

EVEN, BALANCED COVERAGE
With satellite speakers and buried subwoofers
strategically arranged around the perimeter
of the property, audio is able to cover the area
from all angles and comfortably immerse the
audience.

OPTIMAL APPROACH

NO DISTURBANCES
By positioning the system’s speakers and subwoofers
toward the listening area, no sound is projected out
to the neighbors.
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